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Solutions in following applications: 
Measurement of diameter, slope, position, level, height, presence, sorting etc… 
Independent of colour, light, dust, mist etc… Ranges up to 8 m possible 
 
Series Dimensions and 

settings  
Sensing 
range  

Suffix Outputs  

�  Black = fix / Poti 
�  Blue = teach-in 
�  Rosa = programmable 

   Analogue Switching 
SFH = Sp 
+Window      

+ Hysteresis 

Serial 
Interface 

    mm  0-10 V 4-20mA 1 Sp 2 Sp RS232 RS485 
941-D                  

 

 
 
36x101x25 mm³ 

Switching  
or analogue 

with pushbutton  

 
30 - 400 
60 - 500 
100 - 800 
80 - 1600  
200 - 2000 
300 - 3500 

 
360E 
330E 
300E 
220E 
180E 
130E 
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942-T       942-A      942-O                  

 

  
M30 compact 
80x80x50 mm³ 
switching or 

analogue 
Windows 
Software 

100 – 600 
150 - 1500 
150 - 1500 
250 - 2000 
300 - 3000 
350 - 3500 
600 – 6000 

N 300E 
T 200E 

N 220S 
T 180E 
N 130E 
T 130E 
O 80E 
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942-M                  942-Q                  

 

M30 
80x80x40 mm³ 
switching and 

analogue 
Electronics and 
head separated  
Switches and 

Windows 
Software 

 
100 - 900 
150 - 1500 
150 - 1500 
200 - 2000 
400 - 4000 
800 – 8000 

 
300E 
200E 
220S 
180E 
130E 
65E 
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943-F/T                    943-O                  

 

M18 / M30/ 
80x80x40 mm³ 

compact 
switching or 

analogue 
Tele- 

Teach-In 

 
30 - 400 
60 - 500 
100 - 800 
80 - 1600 
200 - 2000 
300 - 3500 
600 – 6000 

 
360E 
330E 
300E 
220E 
180E 
130E 
80E 
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943-G                  
 
 

 
Mini  M12  
switching 

Tele- 
Teach-In 

 
25 - 200 

 

 
400E 

 
 
 

 
 

 
� SFH 
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Series Dimensions and 
settings  

Sensing 
range  

Suffix Outputs  

�  Black = fix / Poti 
�  Blue = teach-in 
�  Rosa = programmable 

   Analogue Switching 
SFH = Sp 
+Window      

+ Hysteresis 

Serial 
Interface 

    mm  0-10 V 4-20mA 1 Sp 2 Sp RS232 RS485 
          

 
943-K                  
 

 

 26x40x12 
schaltend oder 
switching or 

analogue 
 Magneto + 

Tele-Teach-In 
 

 
25 - 250 

 

 
400E 

 
�   
 

  
� SFH 

  
  
  
  

 
 

    

          
944-T                  

 

  
 M30  

 switching or 
analogue 

 pushbutton 
 

  
60 - 350 

150 - 1500 
250 - 2000 
350 - 3500 

 
300E 
200E 
180E 
130E 
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947-F4/T4               947-O                  

 

  
 M18 / M30/ 
80x80x40 m³ 

Basic 
switching or 

analogue 
 

  
60 - 300 
100 - 600 
200 - 1500 
300 - 2500 
500 - 5000 

 
330E 
300E 
180E 
130E 
80E 
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947-FS                    947-TS                  

 

  
M18 und M30 

 Basic 
Retroreflex 

 
 

 

  
�    600 
�   1500 
�   2500 

 

 
300E 
180E 
130E 
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948-H                  

 

 
  

 Mini thru scan 
 20x30x10 

 
 
 

 

   
  

0   - 300 
0 - 1100 

 
 

300E 
180E 
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